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8003 DC

8005 DC

010DC

014

8006 DC

8009 DC

010

 8003-0052 — 6v PM 3.0 2.3 1.6 0.9 — — — — 11 29 11

  8003-0055 —  12v PM 3.0 2.3 1.6 0.9 — — — — 11 29 11 

 8005-0077 — 12v PM 7.2 6.1 5.1 3.6 — — — — 22 36 33

  8006-0071 — 12v PM 15.8 13.0 10.4 7.5 3.0 — — — 14.5 43.5 1.45

 8009-1020 — 12v PM 12.7 10.2 9.0 7.5 5.3 3.8 3.0 2.0 17.4 134.1 8.7

  8009-1032 — 24v PM 12.7 10.2 9.0 7.5 5.3 3.8 3.0 2.0 17.4 134.1 8.7

  010CD26 — 220/50 SP 8.8 7.4 6.3 3.3 — — — — 10 30 0

  010CA26 — 115/60 SP 10.5 8.8 7.4 4.1 — — — — 10 30 0

 010CDC26/12 — 12v PM 10.5 8.8 7.4 4.1 — — — — 10 30 30

 014CDC20/12 — 12v PM 11.0 9.7 8.4 6.9 5.2 — — — 20 50 50

 014CA28 — 115/60 SP 13.0 12.1 11.2 9.8 8.0 5.0 — — 100 100 0

 115ADC56/12 1/15 12v PM .48 .44 .39 .36 .29 .25 .21 .16 N/A 120 120

 125ADC56/12 1/15 12v PM .57 .54 .51 .45 .35 .29 .24 .16 N/A 120 120

  215ADC38/12 1/6 12v PM .97 .92 .87 .76 .61 .46 .38 .30 N/A 120 120

 307CDC56/12 1/5 12v PM .81 .78 .75 .69 .60 .53 .46 .40 N/A 150 150

 327CDC40/12 1/5 12v PM 1.12 1.09 1.06 .94 .81 .66 .57 .49 N/A 150 150

 337CDC56/12 1/5 12v PM 1.15 1.18 1.08 1.0 .88 .78 .70 .61 N/A 150 150

  405AD38 1/20 220/50 SP .20 .20 .20 .16 .11 — — — 20 40 0

  405AA38 1/20 115/60 SP .32 .29 .27 .24 .17 — — — 20 40 0

  405ADC38/12 1/10 12v PM .79 .75 .71 .63 .50 .38 .33 .24 100 100 100

  415CDC30/12 1/10 12v PM .92 .86 .81 .71 .55 .44 .34 .25 100 100 100

 617CD22 1/8 220/50 SP .69 .64 .59 .50 .35 .25 .17 .10 100 100 0

  617CA22 1/8 115/60 SP .78 .74 .69 .59 .42 .31 .18 .07 100 100 0

 8003-0064  — 6v PM 3.0 1.7 1.1 .3 — — 17.4 17.4

 8003-0068  — 12v PM 3.0 1.7 1.1 .3 — — 17.4 17.4

 8005-0039  — 12v PM 7.2 5.3 3.5 2.1 — — 23.0 23.0

 8006-1068  — 12v PM 15.8 12.1 7.9 4.4 2.1 — 23.6 3.0

  010CD26  — 220/50 SP 8.8 7.4 6.2 3.8 1.5 — 22.3 0

  010CA26  — 115/60 SP 10.5 9.0 7.5 4.6 2.0 — 22.3 0 

 010CDC26/12  — 12v PM 10.5 8.8 7.2 4.3 1.6 — 22.3 22.3

 014CDC20/12  — 12v PM 11.0 8.5 6.5 4.9 2.5 — 25.0 25.3

 014CA28  — 115/60 SP 13.0 11.5 10.0 7.0 3.8 — 25.0 0

 
 MODEL SERIES  HP MOTOR CAPACITY COMPRESSOR PERFORMANCE (LPM @ PSI) MAXIMUM PRESSURE (PSI)
 

 
 VOLTAGE TYPE 0 5 10 20 40 60 80 100 CONTINUOUS INTERMITTENT RESTART

Pressure

 
 MODEL SERIES  HP MOTOR CAPACITY VACUUM PERFORMANCE (LPM @ IN.HG.) VACUUM (IN.HG.)
 

 
 VOLTAGE TYPE 0 5 10 15 20 25 MAXIMUM RESTART

 
 MODEL SERIES  HP MOTOR CAPACITY COMPRESSOR PERFORMANCE (CFM @ PSI) MAXIMUM PRESSURE (PSI)
 

 
 VOLTAGE TYPE 0 5 10 20 40 60 80 100 CONTINUOUS INTERMITTENT RESTART

Pressure

Vacuum

Performance and Specifications
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 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

 8003-0052 50° F 104° F 1.4 8.5 N/A A 3000 NO .4 2.1 x 1.2 x 3.2

  8003-0055 50° F 104° F 0.7 8.5 N/A A 3000 NO .4 2.1 x 1.2 x 3.2

 8005-0077 50° F 104° F 2.4 32 N/A E 3500 NO 2.4 2.8 x 3.8 x 4.6

  8006-0071 50° F 104° F 3.8 46 N/A E 2800 NO 2.6 4.0 x 2.7 x 5.7

 8009-1020 50° F 104° F 3.8 46 N/A E 2800 NO 2.4 4.1 x 2.5 x 5.0

  8009-1032 50° F 104° F 1.9 46 N/A E 2800 NO 2.4 4.1 x 2.5 x 5.0

  010CD26 50° F 104° F 0.7 70 .9 B 2500 YES 3.2 4.25 x 3.00 x 5.64

  010CA26 50° F 104° F 1.3 85 2.1 B 3000 YES 3.2 4.25 x 3.00 x 5.64

  010CDC26/12 50° F 104° F 2.5 N/A 6.7 B 3000 NO 1.6 4.01 x 2.45 x 5.17

 014CDC20/12 50° F 104° F 3.0 N/A 8.0 B 2600 NO 2.3 4.13 x 1.90 x 4.40

  014CA28 50° F 104° F 2.4 140 3.4 B 3200 YES 4.7 5.06 x 4.50 x 5.89

115

125

215

307/327/337

415DC

014DC

 115ADC56/12 -22° F 158° F 9.0 N/A 32.0 B 4000 NO 1.6 5.12 x 1.64 x 5.22

 125ADC56/12 -22° F 149° F 9.0 N/A 28.0 B 3700 NO 1.8 4.88 x 1.87 x 5.20

 215ADC38/12 -40° F 158° F 16.0 N/A 50.0 B 3650 NO 3.0 4.46 x 2.10 x 6.20

 307CDC56/12 -40° F 158° F 13.7 N/A 71.0 B 2300 YES 6.0 6.14 x 4.00 x 7.65

 327CDC40/12 -40° F 158° F 16.5 N/A 110.0 B 3100 YES 6.1 6.14 x 4.00 x 7.65

 337CDC56/12 -40° F 158° F 19.6 N/A 116.0 B 3200 YES 6.5 6.14 x 4.00 x 8.37

 405AD38 50° F 104° F 1.0 120 1.00 A 1175 YES 5.5 5.30 x 4.25 x 6.72

  405AA38 50° F 104° F 1.65 110 2.55 A 1575 YES 5.5 5.30 x 4.25 x 6.72

  405ADC38/12 50° F 104° F 10.5 N/A 25.0 A 3310 YES 4.3 5.30 x 4.25 x 7.26

  415CDC30/12 50° F 104° F 10.2 N/A 42.0 A 3846 YES 5.0 5.34 x 4.25 x 7.26

 617CD22 50° F 104° F 1.3 174 2.1 B 1105 YES 11.0 6.78 x 5.00 x 8.10

 617CA22 50° F 104° F 3.1 189 5.5 B 1540 YES 11.0 6.78 x 5.00 x 8.10

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

Pressure

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

Pressure

  8003-0064 50° F 104° F 1.0 6 N/A A 3000 NO .4 2.1 x 1.2 x 3.2

 8003-0068 50° F 104° F 0.5 6 N/A A 3000 NO .4 2.1 x 1.2 x 3.2

   8005-0039 50° F 104° F 2.4 26 N/A E 3500 NO 2.4 2.8 x 3.8 x 4.6

  8006-1068 50° F 104° F 3.3 39 N/A E 2800 NO 2.6 4.0 x 2.7 x 5.7

  010CD26 50° F 104° F 0.7 70 .9 B 2500 YES 3.2 4.25 x 3.00 x 5.64

  010CA26 50° F 104° F 1.3 85 2.1 B 3000 YES 3.2 4.25 x 3.00 x 5.64 

 010CDC26/12 50° F 104° F 2.5 N/A 6.7 B 3000 NO 1.6 4.01 x 2.45 x 5.17

 014CDC20/12 50° F 104° F 3.0 N/A 8.0 B 2600 NO 2.3 4.13 x 1.90 x 4.40

  014CA28 50° F 104° F 2.4 140 3.4 B 3200 YES 4.7 5.06 x 4.50 x 5.89

Vacuum

Specifications

Specifications

405DC

continued
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 MODEL SERIES  HP MOTOR CAPACITY COMPRESSOR PERFORMANCE (CFM @ PSI) MAXIMUM PRESSURE (PSI)
 

 
 VOLTAGE TYPE 0 5 10 20 40 60 80 100 CONTINUOUS INTERMITTENT RESTART

 617CD32 1/7 220/50 SP 1.01 .96 .91 .80 .59 — — — 40 40 0

  617CA32 1/7 115/60 SP 1.22 1.16 1.10 .97 .74 .56 — — 50 60 0

  688CGHI44 1/3 220-240/50-230/60 PSC 1.27 1.24 1.22 1.14 .94 .82 .70 .58 100 100 0

  688CE44 1/3 115/60 PSC 1.60 1.54 1.48 1.37 1.21 1.05 .91 .76 100 100 0

 668CGHI44 1/3 220-240/50-230/60 PSC 1.27 1.24 1.22 1.14 .94 .82 .70 .58 100 100 0

 668CE44 1/3 115/60 PSC 1.60 1.54 1.48 1.37 1.21 1.05 .91 .76 100 100 0

 1207PK80 3/4 115/60 CS 3.78 3.72 3.66 3.43 3.04 2.69 2.33 1.99 125 125 120

 2250ZC 35/24 — 24V BLDC .78 .63 .59 .50 — — — — 20 30 0

 250ZA 35/24 — 24V BLDC .65 .60 .57 .49 — — — — 20 30 0

 2505CE28 1/3 115/60 PSC 2.55 2.30 2.10 1.80 1.24 — — — 35 40 0

 2505CHI38 1/3 220-240/50 PSC 2.70 2.56 2.40 2.10 — — — — 25 30 0

 2665PE40 1/3 115/60/1 PSC 3.68       —         — 3.20 2.64 2.18 1.75 1.42 100 120 100

 2665PHI44 1/3 220/240/50/1 PSC 3.23       —         — 2.76 2.21 1.77 1.35 1.00 100 120 100

 2680CGHI42 1/3 220-240/50-230/60 PSC 3.59 3.50 3.38 3.08 — — — — 30 30 0

 2680CE44 1/3 115/60 PSC 4.40 4.34 4.23 3.84 — — — — 30 30 0

 2685PE40 1/3 115/60/1 PSC 3.68       ––         ––  3.20 2.64 2.18 1.75 1.42 100 120 100

 2685PHI44 1/3 220/240/50/1 PSC 3.23       ––         ––    2.76 2.21 1.77 1.35 1.00 100 120 100

 2688CHI22 1/4 220-240/50 PSC 1.40 1.32 1.25 1.13 .85 .60 .38 .22 100 100 0

 2688CE22 1/4 115/60 PSC 1.68 1.61 1.55 1.40 1.10 .80 .60 .40 100 100 0

 2688CHI44 1/3 220-240/50 PSC 2.70 2.60 2.50 2.25 — — — — 25 25 0

 2688CE44 1/3 115/60 PSC 3.15 3.04 2.93 2.72 — — — — 25 25 0

 2668CHI22 1/4 220-240/50 PSC 1.40 1.32 1.25 1.13 .85 .60 .38 .22 100 100 0

 2668CE22 1/4 115/60 PSC 1.68 1.61 1.55 1.40 1.10 .80 .60 .40 100 100 0

 2668CHI44 1/3 220-240/50 PSC 2.70 2.60 2.50 2.25 — — — — 25 25 0

  2668CE44 1/3 115/60 PSC 3.15 3.04 2.93 2.72 — — — — 25 25 0

 2660CGHI42 1/3 220-240/50-230/60 PSC 3.59 3.50 3.38 3.08 — — — — 30 30 0

  2660CE44 1/3 115/60 PSC 4.40 4.34 4.23 3.84 — — — — 30 30 0

 2750CGHI50 1/3 220-240/50-230/60 PSC 4.34 4.17 4.00 3.61 2.92 — — — 30 40 0

  2750CE50 1/3 115/60 PSC 5.35 5.09 4.84 4.38 — — — — 30 30 0

 2807CGHI72 1 240-220/50-230/60 PSC 5.48 5.31 5.15 4.90 4.26 3.61 3.11 2.53 50 120 100

  2807CE72 1 115/60 PSC 6.60 6.40 6.20 5.90 5.13 4.35 3.75 3.05 50 120 100

Pressure

WOB-L® Piston Pumps & Compressors continued
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250
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2660/2668

 617CD32 50° F 104° F 1.9 225 2.5 B 1150 YES 11.0 6.78 x 5.00 x 8.10

 617CA32 50° F 104° F 4.6 285 6.4 B 1400 YES 11.0 6.78 x 5.00 x 8.10

 688CGHI44 50° F 104° F 1.5/1.3 270/270 3.9/3.8 B 1400/1700 YES 14.5 6.68 x 5.18 x 7.87

 688CE44 50° F 104° F 3.6 325 9.2 B 1660 YES 11.75 6.68 x 5.18 x 7.87

 668CGHI44 50° F 104° F 1.5/1.3 270/270 3.9/3.8 B 1380/1720 YES 14.5 7.19 x 5.18 x 7.28

 668CE44 50° F 104° F 3.6 325 9.2 B 1650 YES 11.75 7.19 x 5.18 x 7.28

 1207PK80 50° F 104° F    10.6 800 38.5 B 1700 YES 26.0 10.01 x 6.53 x 10.70

 2250ZC 35/24 30° F 104° F    3.0 75 — B 2000 YES 2.5 4.21 x 3.09 x 6.04

 250ZA 35/24 30° F 104° F               —  50 2.10 B 2000 YES 1.9 4.54 x 3.02 x 4.26

 2505CE28 50° F 104° F 2.7 310 5.9 B 1630 YES 11.75 6.46 x 4.44 x 9.25

 2505CHI38 50° F 104° F 1.4/1.5 305/340 3.1/3.3 B 1300/1330 YES 12.5 6.46 x 4.44 x 10.25

 2665PE40 50° F 104° F 5.8 660 14.6 B 1700 YES 16.0 7.09 x 5.18 x 9.31

 2665PHI44 50° F 104° F 5.8 660 14.6 B 1700 YES 16.0 7.09 x 5.18 x 9.31

 2680CGHI42 50° F 104° F 1.9/2.2 405/475 5.8/5.6 B 1400/1680 YES 15.0 7.09 x 7.40 x 9.61

 2680CE44 50° F 104° F 5.0 530 14.6 B 1670 YES 14.8 7.09 x 7.40 x 9.61

 2685PE40 50° F 104° F 2.5 545 14.6 B 1435 YES 16.0 7.09 x 5.18 x 9.31

 2685PHI44 50° F 104° F 2.5 545 14.6 B 1435 YES 16.0 7.09 x 5.18 x 9.31

 2688CHI22 50° F 104° F 1.2 210 3.6 B 1410 YES 14.3 6.68 x 6.20 x 10.09

 2688CE22 50° F 104° F 3.3 250 12.8 B 1740 YES 14.3 6.68 x 6.20 x 10.09

 2688CHI44 50° F 104° F 1.6 325 3.8 B 1290 YES 16.1 6.68 x 6.31 x 9.52

 2688CE44 50° F 104° F 4.7 470 12.8 B 1600 YES 16.1 6.68 x 6.20 x 10.09

 2668CHI22 50° F 104° F 1.2 210 3.6 B 1410 YES 14.3 7.09 x 5.18 x 9.31

 2668CE22 50° F 104° F 3.3 250 12.8 B 1740 YES 14.3 7.09 x 5.18 x 9.31

 2668CHI44 50° F 104° F 1.6 325 3.8 B 1290 YES 16.1 7.09 x 5.18 x 9.31

 2668CE44 50° F 104° F 4.7 470 12.8 B 1600 YES 16.1 7.09 x 5.18 x 9.31

 2660CGHI42 50° F 104° F 1.9/2.2 405/475 5.8/5.6 B 1400/1680 YES 15.0 6.75 x 5.34 x 9.36

 2660CE44 50° F 104° F 4.8 530 15.4 B 1690 YES 15.0 6.75 x 5.34 x 9.36

 2750CGHI50 50° F 104° F 2.2/2.4 520/540 8.7 B 1400/1675 YES 21.0 9.29 x 5.37 x 10.09

 2750CE50 50° F 104° F 4.6 513 17.0 B 1690 YES 20.0 9.29 x 5.37 x 10.09

 2807CGHI72 50° F 104° F 5.0/4.8 948/929 20.0 B 1425 YES 39.0 10.03 x 6.54 x 15.71

 2807CE72 50° F 104° F 8.5 902 44.0 B 1700 YES 39.0 10.03 x 6.54 x 15.71

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

Pressure
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2660/2668

2505

 307CDC56/12  1/5 12v PM .81 .48 — — .14 — 25.0 25.0

 327CDC40/12  1/5 12v PM 1.12 .69 — — .24 — 25.0 25.0

 337CDC56/12  1/5 12v PM 1.15 .83 — — .19 — 25.0 25.0

 415CDC30/12  1/10 12v PM .92 .75 .54 .34 .20 — 24.6 24.6

 617CD22  1/8 220/50 SP .69 .53 .40 .26 .14 — 26.1 0

  617CA22  1/8 115/60 SP .78 .63 .47 .31 .16 .02 25.6 0

  617CD32  1/7 220/50 SP 1.01 .75 .55 .35 .19 — 26.2 0

  617CA32  1/7 115/60 SP 1.22 .87 .65 .45 .23 — 26.8 0

  2250ZC 35/24  — 24V BLDC 1.18 .93 .68 .46 .24 — 26.0 0

 688CGHI44 1/3 220-240/50-230/60 PSC 1.27 1.22 .81 .55 .32 .09 27.5 0

  688CE44 1/3 115/60 PSC 1.60 1.15 .90 .62 .33 .10 27.6 0

 668CGHI44 1/3 220-240/50-230/60 PSC 1.27 1.22 .81 .55 .32 .09 27.5 0

  668CE44 1/3 115/60 PSC 1.60 1.15 .90 .62 .33 .10 27.6 0

 2505CE28 1/3 115/60 PSC 2.55 1.95 1.45 .95 .45 .10 25.3 0

 2505CHI38 1/3 220-240/50 PSC 2.70 2.25 1.65 1.10 .60 .18 25.5 0 

 2680CGHI42 1/3 220-240/50-230/60 PSC 3.59 2.44 1.83 1.26 .65 .11 27.0 0

 2680CE44 1/3 115/60 PSC 4.40 2.96 2.22 1.52 .83 .16 27.0 0

 2688CHI22 1/4 220-240/50 PSC 1.40 1.00 .80 .39 .29 .09 26.3 0

  2688CE22 1/4 115/60 PSC 1.68 1.20 .93 .63 .33 .10 26.2 0

  2688CHI44 1/3 220-240/50 PSC 2.70 2.00 1.40 .98 .57 .17 27.6 0

  2688CE44 1/3 115/60 PSC 3.15 2.30 1.60 1.10 .64 .18 27.6 0

  2688VGHI44 1/3 220-240/50-230/60 PSC 1.36 1.16 .88 .65 .41 .19 29.0 0

  2688VE44 1/3 115/60 PSC 1.60 1.20 .98 .69 .48 .16 29.0 0

 2668CHI22 1/4 220-240/50 PSC 1.40 1.00 .80 .39 .29 .09 26.2 0

 2668CE22 1/4 115/60 PSC 1.68 1.20 .93 .63 .33 .10 26.2 0

 2668CHI44 1/3 220-240/50 PSC 2.70 2.00 1.40 .98 .57 .17 27.6 0

 2668CE44  1/3 115/60 PSC 3.15 2.30 1.60 1.10 .64 .18 27.6 0

 2660CGHI42 1/3 220-240/50-230/60 PSC 3.59 2.44 1.83 1.26 .65 .11 27.0 0

  2660CE44 1/3 115/60 PSC 4.40 2.96 2.22 1.52 .83 .16 27.0 0

 2750CGHI50 1/3 220-240/50-230/60 PSC 4.34 3.08 2.40 1.60 .89 .14 27.0 0

  2750CE50 1/3 115/60 PSC 5.35 3.65 2.85 1.90 1.05 .15 26.0 0

 2807CGH72 1 220/50-230/60 PSC 5.48 3.66 2.21 1.41 .56 — 25.0 0

 2807CE72 1 115/60 PSC 6.60 3.60 2.66 1.80 .88 — 25.0 0

 
 MODEL SERIES  HP MOTOR CAPACITY VACUUM PERFORMANCE (CFM @ IN.HG.) VACUUM (IN.HG.)
 

 
 VOLTAGE TYPE 0 5 10 15 20 25 MAXIMUM RESTART

Vacuum

WOB-L® Piston Pumps & Compressors continued

2680/2688
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 307CDC56/12 -40° F 158° F 13.7 N/A 71.0 B 2300 YES 6.0 6.14 x 4.00 x 7.65

 327CDC40/12 -40° F 158° F 16.5 N/A 110.0 B 3100 YES 6.1 6.14 x 4.00 x 7.65

 337CDC56/12 -40° F 158° F 19.6 N/A 116.0 B 3200 YES 6.5 6.14 x 4.00 x 8.37

 415CDC30/12 50° F 104° F 10.2 N/A 42.0 A 3846 YES 5.0 5.34 x 4.25 x 7.26

 617CD22 50° F 104° F 1.3 174 2.1 B 1105 YES 11.0 6.78 x 5.00 x 8.10

 617CA22 50° F 104° F 3.1 189 5.5 B 1540 YES 11.0 6.78 x 5.00 x 8.10

 617CD32 50° F 104° F 1.9 225 2.5 B 1150 YES 11.0 6.78 x 5.00 x 8.10

 617CA32 50° F 104° F 4.6 285 6.4 B 1400 YES 11.0 6.78 x 5.00 x 8.10

 2250ZC 35/24 30° F 104° F    3.0 75 — B 2000 YES 2.5 4.21 x 3.09 x 6.04

 688CGHI44 50° F 104° F 1.5/1.3 270/270 3.9/3.8 B 1400/1700 YES 14.5 6.68 x 5.18 x 7.87

 688CE44 50° F 104° F 3.6 325 9.2 B 1660 YES 11.75 6.68 x 5.18 x 7.87

 668CGHI44 50° F 104° F 1.5/1.3 270/270 3.9/3.8 B 1380/1720 YES 14.5 7.19 x 5.18 x 7.28

 668CE44 50° F 104° F 3.6 325 9.2 B 1650 YES 11.75 7.19 x 5.18 x 7.28

 2505CE28 50° F 104° F 2.7 310 5.9 B 1630 YES 11.75 6.46 x 4.44 x 9.25

 2505CHI38 50° F 104° F 1.4/1.5 305/340 3.1/3.3 B 1300/1330 YES 12.5 6.46 x 4.44 x 10.25

 2680CGHI42 50° F 104° F 1.9/2.2 405/475 5.8/5.6 B 1400/1680 YES 15.0 7.09 x 7.40 x 9.61

 2680CE44 50° F 104° F 5.0 530 14.6 B 1670 YES 14.8 7.09 x 7.40 x 9.61

 2688CHI22 50° F 104° F 1.2 210 3.6 B 1410 YES 14.3 6.68 x 6.20 x 10.09

 2688CE22 50° F 104° F 3.3 250 12.8 B 1740 YES 14.3 6.68 x 6.20 x 10.09

 2688CHI44 50° F 104° F 1.6 325 3.8 B 1290 YES 16.1 6.68 x 6.31 x 9.52

 2688CE44 50° F 104° F 4.7 470 12.8 B 1600 YES 16.1 6.68 x 6.20 x 10.09

 2688VGHI44 50° F 104° F 0.7/0.8/0.8 135/155/160 3.7/4.1/3.8 B 1470/1480/1750 YES 16.4 6.68 x 6.20 x 10.09

 2688VE44 50° F 104° F 3.2 240 12.2 B 1750 YES 16.4 6.68 x 6.20 x 10.09

 2668CHI22 50° F 104° F 1.2 210 3.6 B 1410 YES 14.3 7.09 x 5.18 x 9.31

 2668CE22 50° F 104° F 3.3 250 12.8 B 1740 YES 14.3 7.09 x 5.18 x 9.31

 2668CHI44 50° F 104° F 1.6 325 3.8 B 1290 YES 16.1 7.09 x 5.18 x 9.31

 2668CE44 50° F 104° F 4.7 470 12.8 B 1600 YES 16.1 7.09 x 5.18 x 9.31

 2660CGHI42 50° F 104° F 1.9/2.2 405/475 5.8/5.6 B 1400/1680 YES 15.0 6.75 x 5.34 x 9.36

 2660CE44 50° F 104° F 4.8 530 15.4 B 1690 YES 15.0 6.75 x 5.34 x 9.36

 2750CGHI50 50° F 104° F 2.2/2.4 520/540 8.7 B 1400/1675 YES 21.0 9.29 x 5.37 x 10.09

 2750CE50 50° F 104° F 4.6 513 17.0 B 1690 YES 20.0 9.29 x 5.37 x 10.09

 2807CGH72 50° F 104° F 5.0/4.8 948/929 20.0 B 1425 YES 39.0 10.03 x 6.54 x 15.71

 2807CE72 50° F 104° F 8.5 902 44.0 B 1700 YES 39.0 10.03 x 6.54 x 15.71

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

Vacuum

Specifications continued
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    MFG. MOTOR 
 MODEL SERIES  CODE HP CAPACITY COMPRESSOR PERFORMANCE (CFM @ PSI) MAXIMUM PRESSURE (PSI)
 

 
  VOLTAGE TYPE 0 5 10 20 40 60 80 100 CONTINUOUS INTERMITTENT RESTART

 TA-2101 270003 1/6 115/60/50/1 SPh 1.25 1.21 1.17 .95 .73 .60 .45 .35 100 100 100

 TA-3101 270005 1/4 115/230/60/1 CS 1.60 1.50 1.40 1.25 1.03 .85 .71 .60 100 100 100

 TA-4101 270015 1.3 115/60/1 CS/CR 2.20 2.12 2.05 1.90 1.65 1.45 1.25 1.10 100 100 100

 TA-4102 270010 1/3 115/230/60/1 CS 2.60 2.50 2.40 2.20 1.80 1.45 1.35 1.20 100 100 100

 TA-5102 270011 1/2 115/230/60/1 CS 3.20 3.05 2.90 2.68 2.40 2.10 1.90 1.65 100 100 100

 TA-6102 270012 3/4 115/230/60/1 CS 4.30 4.15 4.00 3.75 3.30 2.95 2.60 2.40 100 100 100

 TA-7102 270045 1.0 115/230/60/1 CS/CR 5.40 5.30 5.20 5.00 4.60 4.20 3.75 3.30 100 100 100

 TA-4172 160644 1/3 115/230/60/1 CS 1.40 1.39 1.38 1.35 1.30 1.25 1.20 1.15 175 175 175

 TA-5172 160642 1/2 115/230/60/1 CS 1.80 1.79 1.79 1.79 1.75 1.72 1.69 1.65 175 175 175

 TA-6172 160646 3/4 115/230/60/1 CS 2.40 2.39 2.39 2.37 2.34 2.31 2.28 2.25 175 175 175 

Pressure

TA-4102/TA-5102
TA-6102/TA-7102

Articulated Piston Compressors

    
MFG.

 MOTOR 
 MODEL SERIES  

CODE
 HP CAPACITY COMPRESSOR PERFORMANCE (CFM @ PSI) MAXIMUM PRESSURE (PSI)

 
 

  VOLTAGE TYPE 0 5 10 20 40 60 80 100 CONTINUOUS INTERMITTENT RESTART

Pressure
    

MFG.
 MOTOR 

 MODEL SERIES  
CODE

 HP CAPACITY COMPRESSOR PERFORMANCE (CFM @ PSI) MAXIMUM PRESSURE (PSI)
 

 
  VOLTAGE TYPE 0 5 10 20 40 60 80 100 CONTINUOUS INTERMITTENT RESTART

Pressure 

Articulated Piston Compressors

  HP-1000 230001 1.0 115/230/60/1 CS/CR 7.5 7.1 6.8 6.2 5.2 4.8 3.7 3.3 125 125 125

 HP-1000 230005 1.0 230/460/60/3 Poly 7.5 7.1 6.8 6.2 5.2 4.8 3.7 3.3 125 125 125

 HP-1050 230011 1.0 115/230/60/1 CS/CR 9.8 9.2 8.6 7.7 6.4 — — — 50 50 50

 HP-1050 230015 1.0 230/460/60/3 Poly 9.8 9.2 8.6 7.7 6.4 — — — 50 50 50

 HP-1500 230002 1.5 115/230/60/50/1 CS/CR 10.0 9.5 9.0 8.4 7.3 6.6 5.9 5.2 125 125 125

 HP-1500 230006 1.5 208/230/460/60/3 Poly 10.0 9.5 9.0 8.4 7.3 6.6 5.9 5.2 125 125 125

 HP-1550 230012 1.5 115/230/60/50/1 CS/CR 10.4 10.0 9.6 8.9 8.0 — — — 50 50 50

 HP-1550 230016 1.5 208/230/460/60/3 Poly 10.4 10.0 9.6 8.9 8.0 — — — 50 50 50

TA-2101/TA-3101/TA-4101

HP-1500/HP-1000
HP-1050/HP-1550

     
MFG.

  MOTOR      MAXIMUM
 MODEL SERIES  

CODE
 HP  CAPACITY COMPRESSOR PERFORMANCE (CFM @ PSI)  PRESSURE

 
 

  VOLTAGE TYPE 0 5 10 20 30 40 50 60 70 80 90 100 110 120 130 140     C        I        R

 TA-2101DC 270046 1/6 12v PM 1.40 1.32 1.25 1.10     –– .80     –– .60 –– .45 –– .35   ––   ––   ––   –– 100 100 100

 TA-3101DC 270024 1/4 12v PM 1.70 1.62 1.55 1.40     –– 1.18     –– 1.00 –– .85 –– .70   ––   ––   ––   –– 100 100 100

 TA-4101DC 270025 1/3 12v PM 2.20 2.07 1.95 1.75     –– 1.45     –– 1.25 –– 1.10 –– .95   ––   ––   ––   –– 100 100 100

 TA-4101DC 270047 1/3 24v PM 2.20 2.07 1.95 1.75     –– 1.45     –– 1.25 –– 1.10 –– .95   ––   ––   ––   –– 100 100 100

 TA-5102DC 270058 1/2 12v PM 4.06 3.81 3.54 3.42     –– 3.02     –– 2.72 –– 2.12 –– 1.61   ––   ––   ––   –– 100 100 100

 TA-5102E 270063 1/2 12v PM 3.35      –– 3.05 2.80 2.65 2.50 2.25 2.10 1.90 1.80 1.60 1.50 1.43 1.37 1.32 1.28  150 150 150

   TA-5102E 270064 1/2 12v PM 3.35      –– 2.80 2.65 2.50 2.25 2.10 1.90 1.80 1.60 1.50 1.43 1.37 1.32 1.28 1.25 150 150 150

Pressure

Articulated Piston Compressors
TA-2101DC
TA-3101DC
TA-4101DC
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 TA-2101 32° F 104° F 3.3/4.1 225/260 23/23.8 A 1725/1425 YES 20.0 7.94 x 5.70 x 11.13

 TA-3101 32° F 104° F 5.0/2.5 350 23.2/11.9 B 1725 YES 21.0 7.91 x 5.70 x 11.57

 TA-4101 32° F 104° F 3.5 430 23.2 B 1725 YES 24.0 7.91 x 5.70 x 12.26

 TA-4102 32° F 104° F 8.0/4.0 450 34.8/18 B 1725 YES 36.0 6.88 x 9.83 x 14.03

 TA-5102 32° F 104° F 7.2/3.6 760 37/19.7 B 1725 YES 37.0 6.88 x 9.83 x 15.06

 TA-6102 32° F 104° F 10.6/5.3 825 60/30 B 1725 YES 44.0 6.88 x 9.83 x 15.31

 TA-7102 32° F 104° F 12.0/8.0 1625 65/33 B 1725 YES 61.0 6.88 x 11.77 x 16.11

 TA-4172 32° F 104° F 8.0/4.0 450 34.8/18.0 B 1725 YES 45.0 10.75 x 12.10 x 16.00

 TA-5172 32° F 104° F 7.3/3.6 760 37.0/19.7 B 1725 YES 51.0 10.75 x 12.10 x 16.25

 TA-6172 32° F 104° F 10.6/5.3 825 60.0/30.0 B 1725 YES 56.0 10.75 x 12.53 x 16.75

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

Pressure
 

Specifications

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

Pressure
 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

Pressure

Specifications

 HP-1000 40° F 104° F 11.2/5.6 1200 77/38 B 1725 YES 70.0 9.22 x 17.75 x 19.80

 HP-1000 40° F 104° F 3.5/3.7/1.85 1220 31/15.5 B 1725 NO 70.0 9.22 x 17.75 x 19.80

 HP-1050 40° F 104° F 11.2/5.6 1200 77/38 B 1725 YES 70.0 9.22 x 17.75 x 19.80

 HP-1050 40° F 104° F 3.5/3.7/1.85 1220 31/15.5 B 1725 NO 70.0 9.22 x 17.75 x 19.80

 HP-1500 40° F 104° F 13.0/6.5 1600 100.3/50 B 1725 YES 80.0 9.22 x 17.75 x 21.05

 HP-1500 40° F 104° F 4.8/4.6/2.3 1600 46.8/23.4 B 1725 NO 80.0 9.22 x 17.75 x 20.63

 HP-1550 40° F 104° F 13.0/6.5 1600 100.3/50 B 1725 YES 80.0 9.22 x 17.75 x 21.05

 HP-1550 40° F 104° F 4.8/4.6/2.3 1600 46.8/23.4 B 1725 NO 80.0 9.22 x 17.75 x 20.63

 TA-2101DC 32° F 104° F 23.0 N/A 149 H 1800 NO 16.0 5.83 x 8.61 x 10.54

 TA-3101DC 32° F 104° F 26.0 N/A 156 H 1800 NO 22.0 6.75 x 5.34 x 9.36

 TA-4101DC 32° F 104° F 28.0 N/A 198 H 1800 NO 22.0 5.83 x 8.61 x 12.54

 TA-4101DC 32° F 104° F 18.5 N/A 92.5 H 1800 NO 25.0 5.83 x 9.12 x 12.54

 TA-5102DC 32° F 104° F 45.0 N/A 230 H 1800 NO 40.0 6.81 x 9.96 x 15.32

 TA-5102E 40° F 104° F 52.0 N/A 260 ? 1800 NO 40.0 7.49 x 10.19 x 15.28

 TA-5102E 40° F 104° F 26.0 N/A 130 ? 1800 NO 40.0 7.49 x 10.19 x 15.28

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

Pressure

Specifications

TA-5102E



    
MFG.

 MOTOR 
 MODEL SERIES  

CODE
 HP CAPACITY COMPRESSOR PERFORMANCE (CFM @ PSI) MAXIMUM PRESSURE (PSI)

 
 

  VOLTAGE TYPE 0 1 2 3 4 5 6 7 CONTINUOUS RESTART

 5006 150018 — 115 LM .89 .48 .15 — — — — — 2.0  0
   5015 150026 — 115 LM 1.06 .79 .48 .19 — — — — 3.0 0
   5020 150000 — 115 LM 1.24 1.00 .72 .41 .16 — — — 3.0 0
   5030-A 150035 — 115 LM 2.00 1.62 1.20 .69 .14 — — — 3.5 0
   5040-A 150037 — 115 LM 2.30 1.96 1.58 1.12 .60 .10 — — 3.5 0
   5060-A 150039 — 115 LM 3.20 2.80 2.38 1.88 1.40 .84 .31 — 3.5 0
  5078S 150074 — 115 LM 3.60 3.45 3.20 2.75 2.10 1.35 .50 — 3.5 0
   5100S 150044 — 115 LM 4.62 4.37 3.97 3.41 2.71 1.90 1.06 — 3.5 0
  5120S 150045 — 115 LM 5.67 5.38 4.92 4.32 3.64 2.84 2.00 1.16 3.5 0
   5150S 150046 — 115 LM 7.73 7.10 6.09 5.01 4.20 2.30 .72 — 3.5 0
   5200S 150047 — 115 LM 9.55 8.78 8.05 7.11 5.90 4.76 3.33 1.61 3.5 0
   6005SE 150081 — 115 LM .41 .26 .12 .01 — — — — 2.0 0
 6015SE 150098 — 115 LM 1.10 .62 .09 —  — — — — 1.5 0
   6025SE 150057 — 115 LM 2.00 1.62 1.20 .70 .38 — — — 3.5 0
 6025SE/12v 150108 — 12v LM 1.50 1.08 .73 .41  .16 — — — 3.5 0
 6025SE/24v 150109 — 24v LM 1.50 1.08 .73 .41  .16 — — — 3.5 0

    
MFG.

 MOTOR 
 MODEL SERIES  

CODE
 HP CAPACITY VACUUM PERFORMANCE (CFM @ IN.HG) VACUUM ( IN.HG)

 
 

  VOLTAGE TYPE 0 2 4 6 8 10 MAXIMUM RESTART

 6025SE 150057 — 115 LM 2.00 1.62 1.25 .80 .35 — 4.0 ––
 6025SE/12v 150108 — 12v LM 1.50 1.09 .74 .43  .17 — 4.0 —
 6025SE/24v 150109 — 24v LM 1.50 1.09 .74 .43  .17 — 4.0 —
 6015SE 150098 — 115 LM 1.10 .63 .10 — — — 3.0 —

5078S/5100S/5120S

5030-A, 5040-A, 5060-A 
5030V-A, 5040V-A 5060V-A

5006/5015/5020

5150S/5200S
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Pressure

Vacuum

 SMG 4 9040310 — 230/50 LM 1.4 1.1 .8 .5 .1 — 8.9 8.9 8.9
 SMG 4 9041310 — 115/60 LM 1.4 1.1 .8 .5 .1 — 8.9 8.9 8.9
 SMG 4 9045310 — 24 LM 1.3 1.0 .6 .3 — — 7.4 7.4 7.4
 SMG 4 904631 — 12 LM 1.3 .1.0 .6 .3 — — 7.4 7.4 7.4

    
MFG.

 MOTOR 
 MODEL SERIES  

CODE
 HP CAPACITY COMPRESSOR PERFORMANCE (LPM @ PSI) MAXIMUM PRESSURE (PSI)

 
 

  VOLTAGE TYPE 0 1 2 3 4 5 6 7 CONTINUOUS INTERMITTENT RESTART

 SMG 4 9040310 — 230/50 LM 1.4 1.2 1.0 .8 .5 .3 .1 — 6.5 6.5 6.5
 SMG 4 9041310 — 115/60 LM 1.4 1.2 1.0 .8 .5 .3 .1 — 6.5 6.5 6.5
 SMG 4 9045310 — 24 LM 1.3 1.1 .9 .7 .5 .3 .1 — 6.5 6.5 6.5
 SMG 4 9046310 — 12 LM 1.3 1.1 .9 .7 .5 .3 .1 — 6.5 6.5 6.5

    
MFG.

 MOTOR 
 MODEL SERIES  

CODE
 HP CAPACITY VACUUM PERFORMANCE (LPM @ IN.HG) MAXIMUM VACUUM ( IN.HG)

 
 

  VOLTAGE TYPE 0 2 4 6 8 10 CONTINUOUS INTERMITTENT RESTART

SMG
Pressure

Vacuum

    
MFG.

 MOTOR 
 MODEL SERIES  

CODE
 HP CAPACITY VACUUM PERFORMANCE (CFM @ IN.HG) VACUUM ( IN.HG)

 
 

  VOLTAGE TYPE 0 2.5 5 7 8 10 MAXIMUM RESTART

 5006V 150024 — 115/60/1 LM 0.94 0.4 0.09 — — — 4.0 ––
 5015V 150025 — 115/60/1 LM 1.11 0.69 0.31 — — — 5.5 ––
 5020V 150001 — 115/60/1 LM 1.16 0.39 — — — — 6.0 ––
 5030V-A 150036 — 115/60/1 LM 1.93 — 0.86 — — — 6.0 ––
 5040V-A 150038 — 115/60/1 LM 2.22 — 1.23 — — 0.21 7.0 ––
 5060V-A 150040 — 115/60/1 LM 3.11 — 2.04 — — 0.94 7.0 ––

Linear Pumps & Compressors

Linear Pumps & Compressors



 5006 32° F 104° F .1 6 .1 A — YES 5.4 4.38 x 5.04 x 5.83
   5015 32° F 104° F .2 10 .2 A — YES 5.5 4.38 x 5.04 x 5.83
   5020 32° F 104° F .3 12 .3 A — YES 5.5 4.38 x 5.04 x 5.83
   5030-A 32° F 104° F .7 33 .7 A — YES 11.5 7.80 x 6.83 x 8.09
   5040-A 32° F 104° F 1.0 44 1.0 A — YES 12.0 7.80 x 6.83 x 8.09
   5060-A 32° F 104° F 1.5 69 1.5 A — YES 13.5 7.80 x 6.83 x 8.09
   5078S 32° F 104° F 2.1 78 2.1 A — YES 18.5 8.59 x 7.05 x 8.94
   5100S 32° F 104° F 2.7 107 2.7 A — YES 18.5 8.59 x 7.05 x 8.94
   5120S 32° F 104° F 2.8 157 2.8 A — YES 18.5 8.59 x 7.05 x 8.94
   5150S 32° F 104° F 2.9 168 2.9 A — YES 25.5 9.93 x 7.64 x 10.01
   5200S 32° F 104° F 4.6 261 4.6 A — YES 25.5 9.93 x 7.64 x 10.01
   6005SE 32° F 104° F .12 10 .12 B — YES 1.1 3.13 x 2.93 x 3.77
 6015SE 32° F 104° F .23 15 .23 B — YES 2.7 3.33 x 4.60 x 5.05
   6025SE 32° F 104° F .46 40 .46 B — YES 3.3 3.33 x 4.60 x 5.05
 6025SE/12v 32° F 104° F 2.7 — 2.7 B — NO 3.3 3.33 x 4.60 x 5.05
 6025SE/24v 32° F 104° F 1.5 — 1.5 B — NO 3.3 3.33 x 4.60 x 5.05

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

   6025SE 32° F 104° F .46 40 .46 B — YES 3.3 3.33 x 4.60 x 5.05
 6025SE/12v 32° F 104° F 2.7 — 2.7 B — NO 3.3 3.33 x 4.60 x 5.05
 6025SE/24v 32° F 104° F 1.5 — 1.5 B — NO 3.3 3.33 x 4.60 x 5.05
   6015SE 32° F 104° F .23 15 15 B — YES 2.7 3.33 x 4.60 x 5.05

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

6015SE/6025SE/6025SE DC

6005SE

Pressure

Vacuum
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 SMG 4 32° F 104° F .03 6 — IP20 N/A NO .4 1.8 x 2.1 x 2.8
 SMG 4 32° F 104° F .06 6 — IP20 N/A NO .4 1.8 x 2.1 x 2.8
 SMG 4 32° F 104° F .18 6 — IP20 N/A NO .4 1.8 x 2.1 x 2.8
 SMG 4 32° F 104° F .32 6 — IP20 N/A NO .4 1.8 x 2.1 x 2.8

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

 SMG 4 32° F 104° F .03 6 — IP20 N/A NO .4 1.8 x 2.1 x 2.8
 SMG 4 32° F 104° F .06 6 — IP20 N/A NO .4 1.8 x 2.1 x 2.8
 SMG 4 32° F 104° F .18 6 — IP20 N/A NO .4 1.8 x 2.1 x 2.8
 SMG 4 32° F 104° F .32 6 — IP20 N/A NO .4 1.8 x 2.1 x 2.8

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

Pressure

Vacuum

Specifications

Specifications

   5006V 32° F 104° F .1 6 .1 A — YES 5.4 4.38 x 5.04 x 5.83
   5015V 32° F 104° F .2 10 .2 A — YES 5.5 4.38 x 5.04 x 5.83
   5020V 32° F 104° F .3 12 .3 A — YES 5.5 4.38 x 5.04 x 5.83
   5030V-A 32° F 104° F .7 33 .7 A — YES 12.5 7.80 x 6.83 x 8.09
   5040V-A 32° F 104° F 1.0 44 1.0 A — YES 13.0 7.80 x 6.83 x 8.09
   5060V-A 32° F 104° F 1.5 69 1.5 A — YES 14.5 7.80 x 6.83 x 8.09

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)
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 1420-0003 — 12 PM 8.1 4.9 2.5 — — — — — 2.9 10.0 2.9

 2002-0304 — 4.5 PM .38 .04 — — — — — — 2.2 5.8 2.2

 3013-0006 — 12 PM 1.2 .25 — — — — — — 2.9 6.5 2.9

 3013-0007 — 4.5 PM .9 .12 — — — — — — 2.9 6.5 2.9

 3013-0008 — 6 PM .9 .15 — — — — — — 2.9 6.5 2.9

 5002-0582 — 115/60 SP 1.7 1.3 1.0 — — — — — 4.35 17.4 0

 5002-0408 — 12 PM 2.0 1.4 1.0 .5 — — — — 4.35 17.4 17.4

 5002-0416 — 24 PM 2.0 1.4 1.0 .5 — — — — 4.35 17.4 17.4

 5002-0397 — 6 PM 2.0 1.4 1.0 — — — — — 4.35 17.4 17.4

 5002-0010 — 230/50 SP 1.7 1.3 1.0 — — — — — 4.35 17.4 0

 7006-0050 — 12 PM 7.2 5.9 4.5 3.0 — — — — 11.6 36.0 36

 7006-0054* — 12 PM 13.8 10.2 8.0 5.7 — — — — 11.6 36.0 36

 7006-0063 — 115/60 SP 7.2 5.5 4.7 3.5 — — — — 11.6 36.0 0

 7006-0052 — 24 PM 7.2 5.9 4.5 3.0 — — — — 11.6 36.0 36

 7006-0055* — 24 PM 13.8 10.2 8.0 5.7 — — — — 11.6 36.0 36

 7006-0051 — 230/50 SP 6.6 5.3 4.5 3.0 — — — — 11.6 36.0 0

 7010-2502 — 12 PM 6.5 5.1 3.7 2.0 — — — — 14.5 32.0 14.5

 7010-2514 — 24 PM 6.5 5.1 3.7 2.0 — — — — 14.5 32.0 14.5

 7010-2167* — 12 PM 12.0 9.0 6.6 2.9 — — — — 11.6 29.0 0

 7010-2133* — 24 PM 12.0 9.0 6.6 2.9 — — — — 11.6 29.0 0

 7011-0008 — 12 PM 12.4 9.1 6.7 3.9 — — — — 11.6 33.3 0

 7011-0042 — 24 PM 12.4 9.1 6.7 3.9 — —  — — 11.6 33.3 0

*Twin Head Design

 
 MODEL SERIES  HP MOTOR CAPACITY COMPRESSOR PERFORMANCE (LPM @ PSI) MAXIMUM PRESSURE (PSI)
 

 
 VOLTAGE TYPE 0 5 10 20 40 60 80 100 CONTINUOUS INTERMITTENT RESTART

 2002-0304  — 4.5 PM .38 .15 .04 — — — 11.8 4.4

 3013-0006  — 12 PM 1.2 .5 1.5 — — — 11.8 5.9

 3013-0007  — 4.5 PM .9 .35 .07 — — — 11.8 5.9

 3013-0008  — 6 PM .9 .39 .09 — — — 11.8 5.9

 4002-0008  — 7 PM 2.0 1.3 .7 .2 — — 17.3 5.8

 5002-0582  — 115/60 SP 1.7 1.0 .5 — — — 14.7 0

 5002-0408  — 12 PM 2.0 1.3 .9 — — — 14.7 14.7

 5002-0416  — 24 PM 2.0 1.3 .9 — — — 14.7 14.7

 5002-0397  — 6 PM 2.0 1.3 .9 — — — 14.7 14.7

 5002-0010  — 230/50 SP 1.7 1.0 .5 — — — 14.7 0

 7006-0050  — 12 PM 7.2 4.5 3.1 1.8 .07 — 25.1 25.1

 7006-0054*  — 12 PM 13.8 9.1 5.6 3.5 1.1 .5 25.1 25.1

 7006-0063  — 115/60 SP 7.2 5.0 3.3 2.0 .9 — 25.1 0

 7006-0057*  — 12 PM 6.6 5.1 3.8 2.3 1.2 .5 28.1 28.1

 7006-0052  — 24 PM 7.2 4.5 3.1 1.8 .7 — 25.1 25.1

 7006-0055*  — 24 PM 13.8 9.1 5.6 3.5  1.1 .5 25.1 25.1

 *Twin Design

 
 MODEL SERIES  HP MOTOR CAPACITY VACUUM PERFORMANCE (LPM @ IN.HG.) VACUUM (IN.HG.)
 

 
 VOLTAGE TYPE 0 5 10 15 20 25 MAXIMUM RESTART

2002 DC

3013 DC

5002 DC

7006Z

5002 AC

Pressure

Vacuum

Diaphragm Pumps & Compressors

1420

4002
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7011 DC

7010 DC

7006 DC

7006 AC

 1420-0003 40° F 104° F .7 8.5 — F — NO .05 3.01 x 1.19 x 3.44

 2002-0304 40° F 122° F .037 .2 N/A A N/A NO .07 1.0 x .7 x 1.6

 3013-0006 50° F 104° F .04 .5 — A N/A NO .07 1.3 x .89 x 1.71

 3013-0007 50° F 104° F .09 .3 — A N/A NO .07 1.3 x .89 x 1.71

 3013-0008 50° F 104° F .05 .4 — A N/A NO .07 1.3 x .89 x 1.71

 5002-0582 50° F 104° F .50 23 N/A F 2.600 NO 1.3 3.3 x 2.4 x 3.8

 5002-0408 50° F 122° F .34 4 N/A A 3000 NO .4 2.1 x 1.2 x 3.1

 5002-0416 50° F 122° F .17 4 N/A A 3000 NO .4 2.1 x 1.2 x 3.1

 5002-0397 50° F 122° F .68 4 — A 3000 NO .4 2.1 x 1.2 x 3.1

 5002-0010 50° F 104° F .30 — — F 2200 NO 1.3 3.3 x 2.4 x 3.8

 7006-0050 59° F 104° F 2.3 28 5.4 B 2800 NO 1.4 3.07 x 1.85 x 4.85

 7006-0054* 59° F 104° F 3.7 48 8.7 B 2800 NO 2.0 3.07 x 1.85 x 5.99

 7006-0063 59° F 104° F .9 67 1.15 H 3000 NO 2.1 3.07 x 2.40 x 4.85

 7006-0052 59° F 104° F 1.15 28 2.7 B 2800 NO 1.4 3.07 x 1.85 x 4.85

 7006-0055* 59° F 104° F 2.0 48 4.7 B 2800 NO 2.0 3.07 x 1.85 x 5.99

 7006-0051 59° F 104° F .55 62 0.7 F 2400 NO 2.1 3.07 x 2.4 x 4.85

 7010-2502 59° F 104° F 1.04 13 5.9 E 3500 NO 1.3 3.4 x 1.9 x 4.7

 7010-2514 59° F 104° F .52 13 3.4 E 3200 NO 1.3 3.4 x 1.9 x 4.7

 7010-2167* 59° F 104° F 1.7 20 4.5 E 3800 NO 1.6 3.4 x 1.9 x 6.3

 7010-2133* 59° F 104° F 0.9 20 3.5 E 3900 NO 1.6 3.4 x 1.9 x 6.3

 7011-0008 59° F 104° F 1.7 29 4.5 E 3800 NO 2.0 3.4 x 2.4 x 5.7

 7011-0042 59° F 104° F 0.9 29 3.5 E 3900 NO 2.0 3.4 x 2.4 x 5.7

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

Pressure

Specifications

 2002-0304 40° F 122° F .037 .2 N/A A N/A NO .07 1.0 x .7 x 1.6

 3013-0006 50° F 104° F .04 — — A N/A NO .07 1.3 x .89 x 1.71

 3013-0007 50° F 104° F .09 — — A N/A NO .07 1.3 x .89 x 1.71

 3013-0008 50° F 104° F .05 — — A N/A NO .07 1.3 x .89 x 1.71

 4002-0008 50° F 104° F .43 3 –– — 4700 NO .12 1.19 x .69 x 2.09

 5002-0582 50° F 104° F .50 23 N/A F 2.600 NO 1.3 3.3 x 2.4 x 3.8

 5002-0408 50° F 122° F .34 4 N/A A 3000 NO .4 2.1 x 1.2 x 3.1

 5002-0019 50° F 122° F .17 4 N/A A 3000 NO .4 2.1 x 1.2 x 3.1

 5002-0018 50° F 122° F .68 4 — A 3000 NO .4 2.1 x 1.2 x 3.1

 5002-0010 50° F 104° F .3 — — F 3000 NO 1.3 3.3 x 2.4 x 3.8

 7006-0050 59° F 104° F 2.3 28 5.4 B 2800 NO 1.3 3.07 x 1.85 x 4.85

 7006-0054* 59° F 104° F 3.7 48 8.7 B 2800 NO 2.0 3.07 x 1.85 x 5.99

 7006-0063 59° F 104° F .9 67 1.15 H 3000 NO 2.1 3.07 x 2.40 x 4.85

 7006-0057* 59° F 104° F 3.7 48 8.7 B 2800 NO 2.0 3.07 x 1.85 x 5.99

 7006-0052 59° F 104° F 1.15 28 2.7 B 2800 NO 1.3 3.07 x 1.85 x 4.85

 7006-0055* 59° F 104° F 2.0 48 4.7 B 2800 NO 2.0 3.07 x 1.85 x 5.99

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

Vacuum

continued
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7011Z DC

 7006-0051  — 230/50 SP 6.6 4.2 3.1 1.0 0.7 — 25.1 0

 7010-2502  — 12 PM 6.5 4.1 2.9 1.9 1.1 — 21.5 21.5

 7010-2514  — 24 PM 6.5 4.1 2.9 1.9 1.1 — 21.5 21.5

 7010-2167*  — 12 PM 12.0 8.5 5.6 2.9 0.9 — 22.1 0

 7010-2133*  — 24 PM 12.0 8.5 5.6 2.9 0.9 — 22.1 0

 7011-0008  — 12 PM 12.4 8.3 5.5 3.0 0.9 — 21.5 0

 7011-0042  — 24 PM 12.4 8.3 5.5 3.0 0.9 — 21.5 0

 7011-0037*  — 12 PM 7.0 5.2 3.5 2.3 1.6 — 28.6 28.6

 7011-0069*  — 24 PM 7.0 5.2 3.5 2.3 1.6 — 28.6 28.6

 *Twin Design

 
 MODEL SERIES  HP MOTOR CAPACITY VACUUM PERFORMANCE (LPM @ IN.HG.) VACUUM (IN.HG.)
 

 
 VOLTAGE TYPE 0 5 10 15 20 25 MAXIMUM RESTART

 
 MODEL SERIES  HP MOTOR CAPACITY COMPRESSOR PERFORMANCE (CFM @ PSI) MAXIMUM PRESSURE (PSI)
 

 
 VOLTAGE TYPE 0 5 10 15 20 25 30 35 CONTINUOUS INTERMITTENT RESTART

 008CDU13 1/30 220/50 -240/50 SP .54 .44 .33 .24 .18 — — — 15 20 0

 008CA13 1/30 115/60 SP .61 .45 .31 .21 .14 — — — 15 20 0

 007CDC13 1/32 12v PM .60 .45 .34 .25 .15 — — — 15 20 20

 107CCD18 1/20 230/60 -220/50 SP .55 .43 .34 .24 .17 .13 .08 — 20 30 0

 107CGH18 1/20 230/60 -220/50 PSC .59 .52 .44 .36 .29 .21 .13 — 20 30 0

 107CAB18 1/20 115/60 -110/50 SP .69 .60 .51 .40 .31 .23 .14 — 20 30 0

 107CEF18 1/20 115/60 -110/50 PSC .73 .66 .55 .45 .35 .27 .18 — 30 30 0

 107CDC20 1/10 12v PM 1.40 1.34 1.12 .94 .77 .62 .49 .39 35 35 15

 915CD18 1/15 220/50 SP 1.16 1.00 .80 .61 .45 .31 .20 .13 20 35 0

 915CA18 1/15 115/60 SP 1.30 1.13 .95 .74 .58 .41 .25 .13 20 35 0

 915CA23 1/15 115/60 SP 1.63 1.49 1.31 1.14 .99 .83 .70 .57 15 25 0

 907CDC18 1/10 12v PM 2.05 1.67 1.30 .93 .72 .53 .35 — 30 30 5

 910CDC22 1/6 12v PM 1.97 1.72 1.47 1.29 1.10 .95 .79 .64 25 40 20

 927CD18 1/8 220/50 SP 1.15 1.00 .87 .72 .61 .46 .37 .30 30 40 0

 927CA18 1/8 115/60 SP 1.24 1.11 .96 .81 .65 .52 .44 .35 30 40 0

 2107CH20 1/20 220/50 PSC 1.40 1.20 1.00 .82 .65 .51 .41 — 20 30 0

 2107CD20 1/20 220/50 SP 1.37 1.00 — — — — — — 5 5 0

 2107CEF20 1/20 115/60 -110/50 PSC 1.65 1.40 1.15 — — — — — 10 10 0

 2107CA20 1/20 115/60 SP 1.65 1.33 — — — — — — 5 5 0

 2907CDC22 1/6 12v PM 3.20 2.89 2.53 2.21 — — — — 15 15 15

008

007DC

107

915/927

Vacuum

Pressure

Diaphragm Pumps & Compressors continued

Diaphragm Pumps & Compressors
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 7006-0051 59° F 104° F .55 62 .7 F 2400 NO 2.1 3.07 x 2.4 x 4.85

 7010-2502 59° F 104° F 1.04 13 5.9 E 3500 NO 1.3 3.4 x 1.9 x 4.7

 7010-2514 59° F 104° F .52 13 3.4 E 3200 NO 1.3 3.4 x 1.9 x 4.7

 7010-2167* 59° F 104° F 1.7 20 4.5 E 3800 NO 1.6 3.4 x 1.9 x 6.3

 7010-2133* 59° F 104° F 0.9 20 3.5 E 3900 NO 1.6 3.4 x 1.9 x 6.3

 7011-0008 59° F 104° F 1.7 29 4.5 E 3800 NO 2.0 3.4 x 2.4 x 5.7

 7011-0042 59° F 104° F 0.9 29 3.5 E 3900 NO 2.0 3.4 x 2.4 x 5.7

 7011-0037* 59° F 104° F 3.8 46 11.7 E 3200 NO 3.0 3.8 x 2.3 x 7.6

 7011-0069* 59° F 104° F 1.9 46 8.2 E 3200 NO 3.0 3.8 x 2.3 x 7.6

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

 008CDU13 50° F 104° F .66/.74 93/109 1.4 B 2600/2752 YES 3.0 5.12 x 3.50 x 6.00

 008CA13 50° F 104° F 1.90 144 2.8 B 3112 YES 2.5 5.12 x 3.50 x 6.00

 007CDC13 50° F 104° F 2.8 N/A 36 F 2800 NO 2.9 5.09 x 3.37 x 6.25

 107CCD18 50° F 104° F .8/1.0 100/120 1.2 B 1620/1220 YES 5.1 4.69 x 4.25 x 6.83

 107CGH18 50° F 104° F .60/.62 119/125 .83/.93 B 1695/1340 YES 6.0 5.80 x 5.27 x 7.45

 107CAB18 50° F 104° F 1.69/2.18 107/136 2.77/3.09 B 1630/1260 YES 5.1 4.69 x 4.25 x 6.83

 107CEF18 50° F 104° F 1.05/1.48 90/118 2.07/2.17 B 1720/1330 YES 6.0 5.80 x 5.27 x 7.45

 107CDC20 50° F 104° F 8.5 N/A 40.0 A 2970 NO 4.5 4.69 x 4.25 x 7.34

 915CD18 50° F 104° F 1.20 157 1.74 B 1150 YES 9.0 6.78 x 4.75 x 7.89

 915CA18 50° F 104° F 2.40 160 3.5 B 1550 YES 9.0 6.78 x 4.75 x 7.89

 915CA18 50° F 104° F 2.40 160 3.5 B 1550 YES 9.0 6.78 x 4.75 x 7.89

 915CA23 50° F 104° F 3.40 226 4.5 B 1450 YES 9.0 6.78 x 4.75 x 7.89

 910CDC22/12 50° F 104° F 12.8 N/A 96.6 B 2160 NO 8.2 5.88 x 4.75 x 9.23

 927CD18 50° F 104° F 1.30 171 2.1 B 1250 YES 11.0 6.78 x 4.75 x 7.89

 927CA18 50° F 104° F 3.00 191 5.5 B 1625 YES 11.0 6.78 x 4.75 x 7.89

 2107CH20 50° F 104° F .6 125 .8 A 1225 YES 7.0 6.00 x 5.22 x 8.75

 2107CD20 50° F 104° F .8 113 1.3 A 1200 YES 6.0 4.69 x 4.25 x 8.09

 2107CEF20 50° F 104° F 1.1/1.2 108/100 1.6/1.9 A 1500/1245 YES 7.0 6.00 x 5.22 x 8.75

 2107CA20 50° F 104° F 1.6 123 2.6 B 1524 YES 6.0 4.69 x 4.25 x 8.09

 2907CDC22 50° F 104° F 20 N/A 120 B 1900 NO 11.0 5.88 x 4.75 x 12.50

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

907DC

107DC

910DC

2107VA

2207

Vacuum

Pressure

Specifications continued

Specifications

2107



2907DC

 008CDU13  1/30 220/50 -240/50 SP .54 .39 .12 — — — 20.3 0

 008CA13  1/30 115/60 SP .61 .38 .23 .11 — — 20.3 0

 007CDC13  1/32 12v PM .60 .38 .24 .12 — — 20.0 20.0

 107CCD18  1/20 230/60 -220/50 SP .55 .40 .27 .15 — — 22.0 0

 107CGH18  1/20 230/60 -220/50 PSC .59 .46 .31 .17 .05 — 22.5 0

  107CAB18  1/20 115/60 -110/50 SP .69 .54 .36 .20 .05 — 22.1 0

 107CEF18  1/20 115/60 -110/50 PSC .73 .55 .38 .23 .07 — 22.7 0

 107CDC20  1/10 12v PM 1.40 1.09 .80 .48 — — 22.9 22.9

 915CD18  1/15 220/50 SP 1.16 .77 .53 .30 .08 — 22.5 0

 915CA18  1/15 115/60 SP 1.30 .89 .64 .37 .13 — 22.4 0

 907CDC18/12  1/10 12v PM 2.05 1.25 .82 .48 — — 22.2 21.9

  910CDC22/12  1/6 12v PM 1.97 1.53 1.05 .65 .28 — 24.3 24.3

 927CD18  1/8 220/50 SP 1.15 .73 .53 .33 .11 — 23.8 0

 927CA18  1/8 115/60 SP 1.24 .89 .64 .36 .16 — 23.8 0

 2207BE18  1/20 115/60 PSC 2.57 1.88 1.24 .64 .09 — 21.0 0

 2207BHI18  1/20 220/50 PSC 2.05 1.50 .99 .53 .09 — 21.0 0

 2107CH20  1/20 220/50 PSC 1.40 1.00 .71 .42 .17 — 23.9 0

 2107CD20  1/20 220/50 SP 1.37 .96 .64 .38 — — 23.5 0

 2107CEF20  1/20 115/60 -110/50 PSC 1.65 1.19 .85 .49 .18 — 23.3 0

 2107CA20  1/20 115/60 SP 1.65 1.15 .77 .47 .17 — 23.2 0

 2907CDC22  1/6 12v PM 3.20 2.00 1.43 .90 .41 — 24.0 24.0

 
 MODEL SERIES  HP MOTOR CAPACITY VACUUM PERFORMANCE (CFM @ IN.HG.) VACUUM (IN.HG.)
 

 
 VOLTAGE TYPE 0 5 10 15 20 25 MAXIMUM RESTART

Vacuum

    
PART

 MOTOR 
 MODEL SERIES 

NO.
 HP CAPACITY COMPRESSOR PERFORMANCE (LPM @ PSI) MAXIMUM PRESSURE (PSI)

 
 

  VOLTAGE TYPE 0 1 1.5 3 5 7.5 10 15 CONTINUOUS INTERMITTENT RESTART

 G6/01-K-LCL 50027 –– 6v PM 2.0        ––        –– — — — — — .36 .87 N/A

 G6/01-EB 50081 –– 6v PM 1.0 .4 .1 — — — — — 1.16 1.74 N/A

 G12/01-EB 50096 — 12v PM 1.4 .8 .4 — — — — — 1.45 2.18 N/A

 G12/02-EB 50095 — 12v PM 3.6 2.2 1.5 — — — — — 1.45 2.61 N/A

 BL-G12/02-4 50149 — 12v BLDC 2.4 1.6 1.2 — — — — — 1.45 2.90 N/A

 G6/04-EB 50102 — 6v PM 4.7 1.8 .3 — — — — — .73 1.60 N/A

 G24/04-EB 50104 — 24v PM 6.8 3.7 2.1 — — — — — .58 2.18 N/A

 G12/045 50200 — 12v PM 5.5 4.9 4.6 3.8 2.6 1.1 — — 2.18 9.43 N/A

 G12/07-N 50316 — 12v PM 20.0 18.5 17.7 15.4 12.4 8.5 4.7 — 3.63 13.05 N/A

 G12/08 50325 — 12v PM 15.5 14.6 14.2 12.8 11.0 8.8 6.6 2.1 4.35 17.40 N/A

 BL-G12/085-M 50209 — 12v BLDC 8.5 7.2 6.5 4.6 2.0 — — — 2.18 6.53 N/A 

 G12/09-6-LC 50532 — 12v PM 9.0 7.2 6.3 3.7 0.1 — — — 2.18 5.08 N/A 

G/01-EB

G/02-EB

G/04-EB

22

Pressure

Rotary Pumps & Compressors

Diaphragm Pumps & Compressors

 G6/01-K-LCL 50027 — 6v PM 2.0 .9 .3 — — — — — .74 1.77 N/A

 G6/01-EB 50081 — 6v PM 1.0 .7 .6 .2 — — — — 2.36 3.54 N/A

 G12/01-EB 50096 — 12v PM 1.4 1.1 1.0 .5 — — — — 2.95 4.73 N/A

 G12/02-EB 50095 — 12v PM 3.6 2.9 2.6 1.6 .2 — — — 2.95 5.32 N/A

 BL-G12/02-4 50149 — 12v BLDC 2.4 2.0 1.8 1.3 .6 — — — 2.95 6.50 N/A

 G6/04-EB 50102 — 6v PM 4.7 3.4 2.7 .7 — — — — 1.48 3.54 N/A

 G24/04-EB 50104 — 24v PM 6.8 5.4 4.6 2.5 –– — — — 1.18 4.73 N/A

 G12/045 50200 — 12v PM 5.5 5.2 5.0 4.5 3.9 2.3 .7 — 4.43 17.13 N/A

 G12/07-N 50316 — 12v PM 20.0 19.0 18.5 17.1 15.2 10.3 5.5 7 7.38 20.68 N/A

 G12/08 50325 — 12v PM 15.5 14.8 14.5 13.5 12.2 8.9 5.7 2.4 8.86 23.63 N/A

 BL-G12/085-M 50209 — 12v BLDC 8.5 7.9 7.6 6.8 5.6 2.7 — — 4.43 14.77 N/A

 G12/09-6-LC 50532 — 12v PM 9.0 8.1 7.7 6.4 4.6 .3 — — 4.43 10.34 N/A

    
PART

 MOTOR 
 MODEL SERIES  

NO.
 HP CAPACITY VACUUM PERFORMANCE (LPM @ IN.HG) VACUUM ( IN.HG)

 
 

  VOLTAGE TYPE 0 1 1.5 3 5 10 15 20 CONTINOUS     INTERMITTENT    RESTART

Vacuum



 008CDU13 50° F 104° F .66/.74 93/109 1.4 B 2600/2752 YES 3.0 5.12 x 3.50 x 6.00

 008CA13 50° F 104° F 1.90 144 2.8 B 3112 YES 2.5 5.12 x 3.50 x 6.00

 007CDC13 50° F 104° F 2.8 N/A 36 F 2800 NO 2.9 5.09 x 3.37 x 6.25

 107CCD18 50° F 104° F .8/1.0 100/120 1.2 B 1620/1220 YES 5.1 4.69 x 4.25 x 6.83

 107CGH18 50° F 104° F .60/.62 119/125 .83/.93 B 1695/1340 YES 6.0 5.80 x 5.27 x 7.45

 107CAB18 50° F 104° F 1.69/2.18 107/136 2.77/3.09 B 1630/1260 YES 5.1 4.69 x 4.25 x 6.83

 107CEF18 50° F 104° F 1.05/1.48 90/118 2.07/2.17 B 1720/1330 YES 6.0 5.80 x 5.27 x 7.45

 107CDC20 50° F 104° F 8.5 N/A 40.0 A 2970 NO 4.5 4.69 x 4.25 x 7.34

 915CD18 50° F 104° F 1.20 157 1.74 B 1150 YES 9.0 6.78 x 4.75 x 7.89

 915CA18 50° F 104° F 2.40 160 3.5 B 1550 YES 9.0 6.78 x 4.75 x 7.89

 907CDC18/12 50° F 104° F 10.8 N/A 40.0 A 2680 NO 6.5 5.88 x 4.75 x 7.84

 910CDC22/12 50° F 104° F 12.8 N/A 96.6 B 2160 NO 8.2 5.88 x 4.75 x 9.23

 927CD18 50° F 104° F 1.30 171 2.1 B 1250 YES 11.0 6.78 x 4.75 x 7.89

 927CA18 50° F 104° F 3.00 191 5.5 B 1625 YES 11.0 6.78 x 4.75 x 7.89

 2207BE18 50° F 104° F 1.2 140 1.6 A 1670 YES 11.0 6.21 x 6.18 x 9.75

 2207BHI18 50° F 104° F .7 135 1.0 A 1360 YES 11.0 6.21 x 6.18 x 9.75

 2107CH20 50° F 104° F .6 125 .8 A 1225 YES 7.0 6.00 x 5.22 x 8.75

 2107CD20 50° F 104° F .8 113 1.3 A 1200 YES 6.0 4.69 x 4.25 x 8.09

 2107CEF20 50° F 104° F 1.1/1.2 108/100 1.6/1.9 A 1500/1245 YES 7.0 6.00 x 5.22 x 8.75

 2107CA20 50° F 104° F 1.6 123 2.6 B 1524 YES 6.0 4.69 x 4.25 x 8.09

 2907CDC22 50° F 104° F 20 N/A 120 B 1900 NO 11.0 5.88 x 4.75 x 12.50

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

 G6/01-K-LCL 32° F 104° F .23 1.4 — IP40 — NO .06 .81 x .79 x 1.81

 G6/01-EB -22° F 122° F .19 1.1 — IP50 — NO  .22 1.14 x 1.02 x 2.17

 G12/01-EB -22° F 122° F .20 2.4 — IP50 — NO .22 1.14 x 1.02 x 2.17

 G12/02-EB -22° F 122° F .33 4.0 — IP50 — NO .22 1.14 x 1.02 x 2.17

 BL-G12/02-4 32° F 104° F          .34                 –– — IP00 — NO .22 1.47 x 1.37 x 2.05

 G6/04-EB -22° F 122° F .48 2.9 — IP50 — NO .22 1.14 x 1.02 x 2.44

 G24/04-EB -22° F 122° F .26 6.2 — IP50 — NO .22 1.14 x 1.02 x 2.44

 G12/045 50° F 104° F           1.36 16.3 — IP30 — NO .55 1.65 x 1.65 x 3.37

 G12/07-N 14° F 104° F            4.60 55.2 — IP40 — NO 1.10 2.01 x 2.24 x 4.45

 G12/08 14° F 104° F             3.20 38.4 — IP40 — NO 1.65 2.32 x 2.32 x 5.31

 BL-G12/085-M -40° F 140° F             2.00                –– — IP00 — NO .33 1.97 x 1.97 x 1.73

 G12/09-6-LC -4° F 122° F             1.80 21.6 — IP20 — NO .66 1.57 x 1.57 x 3.89

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

G/07

G/045

23

Vacuum

Pressure

Vacuum

Specifications

Specifications

 G6/01-K-LCL 32° F 104° F .23 1.4 — IP40 — NO .06 .81 x .79 x 1.81

 G6/01-EB -22° F 122° F .19 1.1 — IP50 — NO  .22 1.14 x 1.02 x 2.17

 G12/01-EB -22° F 122° F .20 2.4 — IP50 — NO .22 1.14 x 1.02 x 2.17

 G12/02-EB -22° F 122° F .33 4.0 — IP50 — NO .22 1.14 x 1.02 x 2.17

 BL-G12/02-4 32° F 104° F .34                –– — IP00 — NO .22 1.47 x 1.37 x 2.05

 G6/04-EB -22° F 122° F .48 2.9 — IP50 — NO .22 1.14 x 1.02 x 2.44

 G24/04-EB -22° F 122° F .26 6.2 — IP50 — NO .22 1.14 x 1.02 x 2.44

 G12/045 50° F 104° F 1.36 16.3 — IP30 — NO .55 1.65 x 1.65 x 3.37

 G12/07-N 14° F 104° F 4.60 55.2 — IP40 — NO 1.10 2.01 x 2.24 x 4.45

 G12/08 14° F 104° F 3.20 38.4 — IP40 — NO 1.65 2.32 x 2.32 x 5.31

 BL-G12/085-M -40° F 140° F 2.00                — — IP00 — NO .33 1.97 x 1.97 x 1.73

 G12/09-6-LC -4° F 122° F 1.80 21.6 — IP20 — NO .66 1.57 x 1.57 x 3.89 

 



QR-0030
QR-0050

QR-0080
QR-0100

    
MFG.

 MOTOR 
 MODEL SERIES  

CODE
 HP CAPACITY COMPRESSOR PERFORMANCE (CFM @ PSI) MAXIMUM PRESSURE (PSI)

 
 

  VOLTAGE TYPE 0 5 10 15 20 25 30 35 CONTINUOUS INTERMITTENT RESTART

 QR-0030 291305 1/3 100-115/200-240/60/50/1 SPh 3.2 2.7 2.2 1.7 — — — — 10 15 0

 QR-0050 291306 1/3 100-115/200-240/60/50/1 SPh 4.6 4.1 3.6 3.0 — — — — 10 15 0

 QR-0080 291303 3/4 100-115/200-240/60/50/1 CS 8.0 7.35 6.8 6.2 — — — — 10 15 0

 QR-0100 291304 3/4 100-115/200-240/60/50/1 CS 10.0 9.4 8.8 — — — — — 10 10 0

 SR-0015-VP 291275 1/10 115/60/50/1 PSC 1.5 1.2 0.95 — — — — — 10 10 0

 SR-0015-VP 291277 1/10 115/60/50/1 SPh 1.5 1.2 0.95 — — — — — 10 10 0

 QR-0030 291305 1/3 115/60/1 SPh 3.2 2.5 1.9 1.3 .6 — 25.0 0

 QR-0050 291306 1/3 115/60/1 SPh 4.6 3.8 2.9 2.0 1.2 .3 26.0 0

 QR-0080 291303 3/4 115/60/1 CS 8.0 6.4 4.8 3.4 2.0 .4 26.0 0

 QR-0100 291304 3/4 115/60/1 CS 10.0 8.1 6.2 4.4 2.5 .8 26.0 0

 SR-0015-VP 291275 1/10 115/60/50/1 PSC 1.5 1.1 .8 .5 .2 — 24.0 0

 SR-0015-VP 291277 1/10 115/60/50/1 SPh 1.5 1.1 .8 .5 .2 — 24.0 0

    
MFG.

 MOTOR 
 MODEL SERIES  

CODE
 HP CAPACITY VACUUM PERFORMANCE (CFM @ IN.HG) VACUUM ( IN.HG)

 
 

  VOLTAGE TYPE 0 5 10 15 20 25 MAXIMUM RESTART
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Pressure

Vacuum

405FDC

617FA/FCD

688FE44

    
MFG.

 MOTOR 
 MODEL SERIES  

CODE
 HP CAPACITY COMPRESSOR PERFORMANCE (CFM @ PSI) MAXIMUM PRESSURE (PSI)

 
 

  VOLTAGE TYPE 0 5 10 20 40 60 80 100 CONTINUOUS INTERMITTENT RESTART

 405FDC38/12 — 1/10 12VDC PM .92 — .71 .61 .53 .44 .35 .27 100 100 100

 617FA22 — 1/8 115/60 SP .84 — .74 .64 .46 .31 .20 .10 100 100 100

 617FCD22 — 1/8 230/60 220/50 SP .78 — .70 .61 .46 .33 .24 .12 100 100 100

 688FE44 — 1/3 115/60/1 PSC 1.60 — 1.48 1.37 1.21 1.05 .91 .76 100 100 100

 LGH-106-H02 160205 1/12 115/60/50/1 SPh 1.2 1.15 1.1 0.9 0.5 0.27       —         — 100 100 100

 LGH-210-H02 160493 1/6 115/60/50/1 SPh 1.25 1.21 1.17 0.95 0.73 0.6 0.45 0.35 100 100 100

 LGH-310-H02 260484 1/4 115/230/60/1 CS 1.6 1.5 1.4 1.25 1.05 0.85 0.7 0.6 100 100 100

 GH-510B-H10 160688 1/2 115/230/60/1 CS 3.2 3.05 2.9 2.68 2.4 2.1 1.9 1.65 100 100 100

 GH-610B-H10 160689 3/4 115/230/60/1 CS 4.3 4.15 4.0 3.75 3.3 2.95 2.6 2.4 100 100 100

 CMD-75 270023 3/4 115/230/60/1 CS 4.3 4.15 4.0 3.75 3.3 2.95 2.6 2.4 100 100 100

 CMD-50 270022 1/2 115/230/60/1 CS 3.2 3.05 2.9 2.68 2.4 2.1 1.9 1.65 100 100 100

Pressure

Rotary Pumps & Compressors

Tank Mounted Pumps & Compressors

 



 QR-0030 32° F 104° F 5.6/2.7 300/250 26.0/13.0 B 1725/1425 YES 33.0 5.80 x 5.63 x 13.56

 QR-0050 32° F 104° F 5.6/2.7 360/315 26.0/13.0 B 1725/1425 YES 33.0 5.80 x 5.63 x 13.56

 QR-0080 32° F 104° F 10.4/5.5 790/640 37.0/17.0 B 1725/1425 YES 54.0 8.37 x 6.50 x 16.41

 QR-0100 32° F 104° F 10.4/5.5 900/760 37.0/17.0 B 1725/1425 YES 54.0 8.37 x 6.50 x 16.41

 SR-0015-VP  32° F 104° F 1.6 120 5.0 B 3500 YES 8.0 4.94 x 3.86 x 8.27

 SR-0015-VP  32° F 104° F 1.6 120 13.5 B 3500 YES 8.5 4.94 x 3.86 x 8.27

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

 QR-0030 32° F 104° F 5.6/2.7 300/250 26.0/13.0 B 1725/1425 YES 33.0 5.80 x 5.63 x 13.56

 QR-0050 32° F 104° F 5.6/2.7 360/315 26.0/13.0 B 1725/1425 YES 33.0 5.80 x 5.63 x 13.56

 QR-0080 32° F 104° F 10.4/5.5 790/640 37.0/17.0 B 1725/1425 YES 54.0 8.37 x 6.50 x 16.41

 QR-0100 32° F 104° F 10.4/5.5 900/760 37.0/17.0 B 1725/1425 YES 54.0 8.37 x 6.50 x 16.41

 SR-0015-VP  32° F 104° F 1.6 120 5.0 B 3500 YES 8.0 4.94 x 3.86 x 8.27

 SR-0015-VP 32° F 104° F 1.6 120 13.5 B 3500 YES 8.5 4.94 x 3.86 x 8.27

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

Vacuum

Pressure

 405FDC38/12 50° F 104° F 10.5 — 25 A 3310 YES 18.3 13.39 x 7.00 x 16.50

 617FA22 50° F 104° F 3.1 189 5.3 A 1540 YES 25 14.86 x 7.00 x 16.50

 617FCD22 50° F 104° F 1.3 174 2.1 A 1105 YES 25 14.86 x 7.00 x 16.50

 688FE44 50° F 104° F 3.6 325 9.2 B 1650 YES 28.5 15.51 x 7.00 x 16.50

 LGH-106-H02  32° F 104° F 2.1/2.6 150/200 7.8/8.4 A 1725 YES 39 15.86 x 8.44 x 19

 LGH-210-H02  32° F 104° F 3.3/4/1 225/260 23/23.8 A 1725 YES 42 15.86 x 8.44 x 19

 LGH-310-H02  32° F 104° F 5/2.5 400 20.1/10.3 B 1725 YES 43 15.86 x 8.44 x 19

 GH-510B-H10  32° F 104° F 7.3/3.6 760 37/19.7 B 1725 YES 105 19.44 x 12.4 x 30

 GH-610B-H10  32° F 104° F 10.6/5/3 825 60/30 B 1725 YES 105 19.44 x 12.4 x 30

 CMD-75 32° F 104° F 10.6/5/3 825 60/30 B 1725 YES 74 17.25 x 16 x 16

 CMD-50 32° F 104° F 7.3/3.6 760 37/19.7 B 1725 YES 72 17.25 x 16 x 16

 AMBIENT ELECTRICAL RATED LOAD  NET
 MODEL SERIES TEMPERATURE 

RUN POWER START
 INSUL. SPEED THERMAL WEIGHT DIMENSIONS

  MINIMUM MAXIMUM (AMPS) (WATTS) (AMPS) CLASS (RPM) PROTECTOR (LBS.) (H x W x L)

Pressure
LGH-106-H02/LGH-210-H02

CMD-50/CMD-75

GH-510B-H10/GH-610B-H10

SR-0015VP
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Specifications

Specifications



FLG 12/01

26

   MOTOR 
 MODEL SERIES ARTICLE CAPACITY OPEN PRESSURE SUCTION CONTINUOUS DIMENSIONS
  NO. VOLTAGE TYPE FLOW HEIGHT HEIGHT OPERATION (H x W x L)

SR25

SR15

   MOTOR 
 MODEL SERIES ARTICLE CAPACITY OPEN PRESSURE SUCTION CONTINUOUS DIMENSIONS
  NO. VOLTAGE TYPE FLOW HEIGHT HEIGHT OPERATION (H x W x L)

 SMF 4 3 230/50/1 AC .27 l/min 8.0 m H20 2.0 m H20 YES 1.59 x 1.38 x 2.84

 SMF 4 3 115/60/1 AC .27 l/min 8.0 m H20 2.0 m H20 YES 1.59 x 1.38 x 2.84

 SMF 4 3 24 DC .26 l/min 8.0 m H20 2.0 m H20 YES 1.59 x 1.38 x 2.84

 SMF 4 3 12 DC .24 l/min 8.0 m H20 2.0 m H20 YES 1.59 x 1.38 x 2.84

   MOTOR 
 MODEL SERIES ARTICLE CAPACITY OPEN PRESSURE SUCTION CONTINUOUS DIMENSIONS
  NO. VOLTAGE TYPE FLOW HEIGHT HEIGHT OPERATION (H x W x L)

 FLG 12/01-LC 52110 12 DC 1.3 l/min — 236” H20 YES 1.2 x 1.2 x 3.00

   MOTOR 
 MODEL SERIES ARTICLE CAPACITY OPEN PRESSURE SUCTION CONTINUOUS DIMENSIONS
  NO. VOLTAGE TYPE FLOW HEIGHT HEIGHT OPERATION (H x W x L)

 SR15 2015-0232 115/60/1 AC 11 ml.min 397.70” H20 314.96” H20 NO 3.51 x 2.68 x 2.48

 SR15 2015-0324 115/60/1 AC 46 ml.min 397.70” H20 314.96” H20 NO 3.51 x 2.68 x 2.48

 SR25 2025-0130 24 DC 264 ml/min 397.70” H20 314.96” H20 YES 3.98 x 3.15 x 5.32

 SR25 2025-1255 24 DC 25 ml/min 397.70” H20 314.96” H20 YES 3.98 x 3.15 x 5.32

 SR25 2025-1413 24 DC 118 ml/min 397.70” H20 314.96” H20 YES 3.98 x 3.15 x 5.32

 SR30 2030-0319 12 DC 55 ml/min 314.96” H20 314.96” H20 NO 3.19 x 2.20 x 2.68

 SR30 2030-0348 24 DC 55 ml/min 314.96” H20 314.96” H20 NO 3.19 x 2.20 x 2.68

 SR100 2100-1006 12 DC 1.3 l/min 314.96” H20 314.96” H20 NO 4.43 x 4.17 x 5.63

Liquid Pumps

Diaphragm Pump

Linear Diaphragm Pump

Rotary Vane Pump

Peristaltic Pump

F120G

FP210AC

 5002F 5002-1402 12 DC 400 ml/min 15 m H20 6.0 m H20 YES 1.99 x 1.18 x 3.19

 5002F 5002-1408 12 DC 400 ml/min 15 m H20 5.0 m H20 YES 1.99 x 1.18 x 3.19

 5002FZ 5002-1079 12 DC 850 ml/min 15 m H20 5.0 m H20 YES 1.99 x 1.18 x 4.88

 F120STEPPER   24 AC/DC 1-260 ml/min > 50 m H20 4.0 m H20 YES 3.31 x 2.36 x 2.20 

 FP210 7210-0154 115/60/1 AC/DC 2200 ml/min 20 m H20 1.5 m H20 YES 5.63 x 4.29 x 4.69

 F120 7120-0017 12 DC 980 ml/min 20 m H20 4.0 m H20 YES 3.31 x 2.36 x 2.20

7120-0246 w/circuit board
7120-0242 w/o circuit board



5002F

5002FZ

 5002F-EPDM 0° C 40° C 0° C - 70° C 0.4 5 1.7 A 3000 0.19

 5002F-PTFE 15° C 40° C 15° C - 70° C 0.58 7 1.7 A 3000 0.19

 5002FZ 0° C 40° C 0° C - 70° C 0.8 9 3.6 E 3000 0.34

 F120G 0° C 40° C 0° C - 70° C 2.0 24 5.4 E 3000 0.7

 FP210 0° C 40° C 0° C - 70° C 0.9 68 1.05 A 3100 0.7

   AMBIENT ELECTRICAL RATED LOAD NET
 MODEL SERIES TEMPERATURE RUN POWER START INSUL. SPEED WEIGHT
   MINIMUM MAXIMUM MEDIUM (AMPS) (WATTS) (AMPS) CLASS (RPM) (kg)

SR10/50
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 SMF 4 0° C 60° C — 28 mA 6 — IP20 — 0.18

 SMF 4 0° C 60° C — 58 mA 6 — IP20 — 0.18

 SMF 4 0° C 60° C — 320 mA 6 — IP20 — 0.18

 SMF 4 0° C 60° C — 180mA 6 — IP20 — 0.18

   AMBIENT ELECTRICAL RATED LOAD NET
 MODEL SERIES TEMPERATURE RUN POWER START INSUL. SPEED WEIGHT
   MINIMUM MAXIMUM  (AMPS) (WATTS) (AMPS) CLASS (RPM) (lbs.)

 FLG 12/01-LC -5° C 70° C — 1.1 — — E — 3.2 oz.

   AMBIENT ELECTRICAL RATED LOAD NET
 MODEL SERIES TEMPERATURE RUN POWER START INSUL. SPEED WEIGHT
   MINIMUM MAXIMUM  (AMPS) (WATTS) (AMPS) CLASS (RPM) (lbs.)

 SR15 0° C 40° C — — 4.5 — A 10 0.28

 SR15 0° C 40° C — — 4.5 — A 20 0.28

 SR25 0° C 40° C — — 7.0 — — 170 0.6

 SR25 0° C 40° C — — — — — 30 0.6

 SR25 0° C 40° C — — 2.0 — — 65 0.6

 SR30 0° C 40° C — .18 - 0.3 — — — 3000 0.16

 SR30 0° C 40° C — .09 - .15 — — — 3000 0.16

 SR50 0° C 40° C — 0.4 - .54 — — — 3000 0.2

 SR50 0° C 40° C — 0.2 - .27 — — — 3000 0.2

 SR100 0° C 40° C — 3.0 — — — 3000 0.95

   AMBIENT ELECTRICAL RATED LOAD NET
 MODEL SERIES TEMPERATURE RUN POWER START INSUL. SPEED WEIGHT
   MINIMUM MAXIMUM  (AMPS) (WATTS) (AMPS) CLASS (RPM) (lbs.)

Specifications

SR10/100

Diaphragm Pump

Linear Diaphragm Pump

Rotary Vane Pump

Peristaltic Pump

SR10/30




